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SVT JACKETED FLEXIBLE CORD
72.SVT

DECRIPTION:
¥Stranded copper conductor
¥PVC insulation
¥Flexible PVC Jacket

Temperature rating: 60 CO

Flexible, round and non-oil resistant

SPECIFICATIONS:
UL 62, CSA 22.2 No 49

Approvals:
Underwriter’s Laboratories E-55122
Canadian Standards Association

PROPERTIES:

Voltage rating: 300 V

USE:
Power cords for vacuum cleaners or other electric and
electronic appliances. LL80025

Packaging:
3,000 m (10,000 ft) in wooden
reels.

666002

666003

2

3

18

(16 x 30)

0.82 10 0.38

(0.015”)

5.3

6.5

46

68

Product

Code

Number

of

Conductors

Conductor

Gauge

AWG

Copper

Area

mm

Electric

Capacity

A

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km
2

Product

Code

Temperature

Rating

C

Conductor

Gauge

AWG

Copper

Area

mm

Current

Capacity

A

Insulation

Thickness

mm

Overall

Dimensions

mm

Net

Weight

kg/km
O 2

666311

666312

60

105

18

(41 x 34)

0.82 10

18

0.76

(0.03”)

5.3 x 2.7 28

SPT-1

Product

Code

Temperature

Rating

C

Conductor

Gauge

AWG

Copper

Area

mm

Current

Capacity

A

Insulation

Thickness

mm

Overall

Dimensions

mm

Net

Weight

kg/km
O 2

666313

666314

60

105

18

(41 x 34)

0.82 10

18

1.41

(0.055”)

7.1 x 3.6 39

SPT-2

SPT JACKETED FLEXIBLE CORD
72.SPT-D

DECRIPTION:
¥Stranded copper conductor
¥PVC insulation with polarity identification

Temperature rating: 60 C or 105 CO O

Flexible, flat shape, polarity identification, SPT-1, SPT-2 &

SPECIFICATIONS:
UL 62, CSA 22.2 No 49

Approvals:
Underwriter’s Laboratories E-55122
Canadian Standards Association

PROPERTIES:

Voltage rating: 300 V

USE:
Power cords for general purpose electric and electronic
appliances.

LL80025

Packaging:
In wooden reels, 2,500 m (8,200 ft)
for SPT-1. 1,500 m (4,900 ft) for

SPT-3 available according to the required insulation
thickness.

SPT-2 and 1,000 m (3,300 ft) for
SPT-3.

666315

666316

60

105

18

(16 x 30)

0.82 10

18

1.52

(0.06”)

7.9 x 4.4 57

Product

Code

Temperature

Rating

C

Conductor

Gauge

AWG

Copper

Area

mm

Current

Capacity

A

Insulation

Thickness

mm

Overall

Dimensions

mm

Net

Weight

kg/km
O 2

SPT-3

FLEXIBLE POWER CORDS

*All values are nominal,

and subject to

manufacturing tolerances.

2
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FLEXIBLE POWER CORDS

SPT DUPLEX FLEXIBLE CORD WITH GROUND CONDUCTOR
72.Spt-dgc

SPT-3

666300

666301

666303

666307

60

105

60

60

18

(16 x 30)

16 (26 x 30)

14 ( 41 x 30)

0.82

1.32

2.09

10

18

13

18

0.38/1.52

(0.015”/0.06”)

10.4 x 5.0

10.4 x 5.0

11.1 x 5.3

12.8 x 6.3

69

69

93

138

(1) For this current the conductor will reach the rated temperate in an environment of 30 C.O

Product

Code

Temperature

Rating

C

Conductor

Gauge

AWG

Copper

Area

mm

Electric

Capacity

A

Insulation/Jacket

Thickness

mm

Overall

Dimensions

mm

Net

Weight

Kg/km
O 2

DECRIPTION:
¥Stranded copper conductor
¥Polyethylene green insulation in a central conductor
¥PVC jacket - insulation with polarity identification

Flexible, flat shape, polarity identification, SPT-3 insulation

SPECIFICATIONS:
UL 62, CSA 22.2 No 49

Approvals:
Underwriter’s Laboratories E-55122
Canadian Standards Association

PROPERTIES:

Voltage rating: 300 V

USE:
Power cords for general purposes electric and electronic
appliances requiring a ground conductor. LL80025

Packaging:
3,000 m (10,000 ft) in wooden
reels.

AWG available.
thickness, insulated ground conductor, 18, 16 and 14

Temperature rating: 60 C or 105 CO O

*All values are nominal,

and subject to

manufacturing tolerances.
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HOOK UP WIRES

1007/1569 FLEXIBLE HOOK UP CONDUCTOR

(2) For overall diameters of 1.5 mm or larger, the file numbers and ratings are printed in the insulation.
(1) If no other color is specified the product codes refer to black insulation.

(3) For this current the conductor will reach the rated temperate in an environment of 30 C.O

730227

720301

720303

720305

720307

16 (26 x 30)

18 (16 x 30)

20 (10 x 30)

22 (7 x 30)

24 (7 x 32)

0.41mm

2.4

2.1

1.8

1.6

1.5

17.0

11.5

8.5

6.5

5.0

24

18

13

10

7

Bare Conductor

Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1) (2)

(3)

72.HU.1007

DECRIPTION:
¥Stranded tinned (or bare) copper conductor
¥PVC insulation

Flexible, 26 to 16 AWG available, dual approval, available in

SPECIFICATIONS:
UL subject 758; CSA 22.2 No 16

Approvals:
Underwriter’s Laboratories E-64385
Canadian Standards Association

PROPERTIES:

Voltage rating: 300 V

USE:
Internal wiring of general purpose electric and electronic

rating. LL-80025

Packaging:
Plastic bobbins with 1,000 m (3,280
ft) standard, longer length available

green, blue and brown.
colors: black, white, red, violet, yellow, gray, orange,

Temperature rating: 80 C under style UL-1007O

appliances, suitable to the voltage and temperature

90 C under CSA TR-64O

105 C under style UL-1569 & CSAO

TRSR-64

in drums.

750635

720443

750641

720442

720449

721033

16 (26 x 30)

18 (16 x 30)

20 (10 x 30)

22 (7 x 30)

24 (7 x 32)

26 (7 x 34)

0.41mm

2.4

2.1

1.8

1.6

1.5

1.3

17.0

11.5

8.5

6.5

5.0

3.0

24

18

13

10

7

5

Tinned Conductor

Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1) (2)

(3)

*All values are nominal,

and subject to

manufacturing tolerances.
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HOOK UP WIRES

1015 FLEXIBLE HOOK UP CONDUCTOR
72.HU.1015

(1) If no other color is specified the product codes refer to black insulation.

(2) For this current the conductor will reach the rated temperate in an environment of 30 C.O

720497

720037

720308

720244

720149

14 ( 41 x 30)

16 (26 x 30)

18 (16 x 30)

20 (10 x 30)

22 (7 x 30)

0.41mm

3.5

3.1

2.8

2.6

2.4

28.0

22.0

14.5

11.5

9.5

33

24

18

13

10

Bare Conductor
Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1) (2)

(3)

730013

730176

720187

720021

720149

14 (41 x 30)

16 (26 x 30)

18 (16 x 30)

20 (10 x 30)

22 (7 x 30)

0.79mm

3.5

3.1

2.8

2.6

2.4

28.0

22.0

14.5

11.5

9.5

33

24

18

13

10

Tinned Conductor
Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1)

(2)

DECRIPTION:
¥Stranded tinned (or bare) copper conductor
¥PVC insulation

Flexible, 22 to 14 AWG available, available in colors: black,

SPECIFICATIONS:
UL subject 758; CSA 22.2 No 127

Approvals:
Underwriter’s Laboratories E-64385
Canadian Standards Association

PROPERTIES:

Voltage rating: 600 V

USE:
Internal wiring of general purpose electric and electronic

rating. LL-80025

Packaging:
Plastic bobbins with 1,000 m (3,280
ft) standard, longer length availablewhite, red, violet, yellow, gray, orange, green , blue and brown

Temperature rating: 105 C under style UL-1015O

appliances, suitable to the voltage and temperature

and CSA TEW

in drums.

*All values are nominal,

and subject to

manufacturing tolerances.

5
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HOOK UP WIRES

1032 FLEXIBLE HOOK UP CONDUCTOR
72.HU.1032

Product

Code*

Color

of

Insulation

Insulation

Thickness

mm

Overall

Diameter

mm

Packaging

Length

m (ft)

Net

Weight

kg/km

Current

Capacity

A
(1)

720800

721155

White

Red

0.83 2.9 9,000 (2,700)

305 (1,000)

10 10

(1) For this current the conductor will reach the rated temperate in an environment of 30 C.O

* The product codes are for the length and color shown in the table, upon request available in colors:
black, violet, yellow, gray, orange, green, blue and brown.

1275 HOOK UP CONDUCTOR
72.HU.1275

DECRIPTION:
¥Stranded bare copper conductor
¥PVC insulation

Temperature rating: 60 C under style UL-1275O

Flexible, round and non-oil resistant

SPECIFICATIONS:
UL subject 758

Approvals:
Underwriter’s Laboratories E-64385

PROPERTIES:

Voltage rating: 600 V

USE:
Internal wiring of general purpose electric and electronic
appliances for high-humidity environments, suitable to the Packaging:

Plastic spools with 1,000 m (3,280 ft)
standard, longer lengths available in

voltage and temperature rating. Other conductor gauges
available upon request.

drums.

DECRIPTION:
¥Stranded bare copper conductor
¥PVC insulation

Temperature rating: 90 CO

Tinned conductor, oil resistant, conductor 22 AWG (7/30),

SPECIFICATIONS:
UL subject 758

Approvals:
Underwriter’s Laboratories E-64385

PROPERTIES:

Voltage rating: 1,000 V

USE:
Internal wiring of general purpose electric and electronic
appliances that can be exposed to oil spill, suitable

Packaging:
Cardboard drums with 9,000 m
(27,000 ft) or bobbins with 305 m

to the voltage and temperature rating.

(11,000 ft)
UL and CSA approval data ink printed. Other conductor
gauges available upon request.

CSA 22.2 No.210.2

LL-80025
Canadian Standards Association

Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1)

(2)

(1) If no other color is specified the product codes refer to black insulation.
(2) For this current the conductor will reach the rated temperate in an environment of 30 C.O

720795 18 (16 x 30) 1.56 3.3 27.5 18

*All values are nominal,

and subject to

manufacturing tolerances.
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Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1) (2)

(3)

(3) For this current the conductor will reach the rated temperate in an environment of 30 C.O

(1) If no other color is specified the product codes refer to black insulation.
(2) For overall diameters of 1.5 mm or larger, the file numbers and ratings are printed on the insulation

720437

720506

704227

20 (0.813)

22 (0.643)

24 (0.511)

0.41 mm

1.6

1.5

1.3

8.0

6.5

5.0

13

10

7

HOOK UP WIRES

1007/1569 HOOK UP CONDUCTOR
72.HU.1007

1061 FLEXIBLE HOOK UP CONDUCTOR
72.HU.1061

Product

Code

Conductor

Gauge

AWG

Insulation

Thickness

mm

Overall

Diameter

mm

Net

Weight

kg/km

Current

Capacity

A

(1) (2)

(3)

750624

750625

720567

720575

750621

16 (26 x 30)

18 (16 x 30)

20 (10 x 30)

22 (7 x 30)

24 (7 x 32)

0.25 mm

2.0

1.7

1.5

1.3

1.1

13.9

9.1

6.1

4.2

3.0

19

15

10

8

6

(3) For this current the conductor will reach the rated temperate in an environment of 30 C.O

(1) If no other color is specified the product codes refer to black insulation.
(2) For overall diameters of 1.5 mm or larger, the file numbers and ratings are printed on the insulation

DECRIPTION:
¥Stranded bare copper conductor
¥PVC insulation

Tinned conductor, 16 to 42 AWG available, available in

SPECIFICATIONS:
UL subject 758; CSA 22.2 No 210

Approvals:
Underwriter’s Laboratories E-64385

PROPERTIES:

Voltage rating: 300 V

USE:
Internal wiring of general purpose electric and electronic
Appliances, suitable to the voltage and temperature

Packaging:
Plastic spools with 1,000 m (3,280 ft)
standard, longer lengths available in

rating.

drums.

Colors: black, white, red, violet, yellow, gray, orange, green,
blue and brown.

Temperature rating: 80 C underO

style UL-1061 and CSA TR-2

Canadian Standard Associaion
LL-80025

DECRIPTION:
¥Solid bare copper conductor
¥PVC insulation

Temperature rating:Tinned conductor, 20 to 24 AWG available, dual approval,

SPECIFICATIONS:
UL subject 758; CSA 22.2 No 16

Approvals:
Underwriter’s Laboratories E-64385

PROPERTIES:
Voltage rating: 300 V

USE:
Internal wiring of general purpose electric and electronic
appliances, suitable to the voltage and temperature

Packaging:
Plastic spools with 1,000 m (3,280 ft) standard, longer
lengths available in drums.

rating.

available in colors: black, white, red, violet, yellow, gray,
orange, green, blue and brown.

LL-80025
Canadian Standards Association

80 C under style UL-1007O

105 C under style UL-1569O

90 C under style CSA TR-64O

and CSA TRSR-64

*All values are nominal,

and subject to

manufacturing tolerances.
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COMMUNICATIONS CABLES

RG-62/U COAXIAL CABLE
67.62U

RG-62F COAXIAL CABLE
67.62F

DECRIPTION:
¥Conductor of copper clad steel (CCS)

¥
Plastic thread around the conductor

SPECIFICATIONS:
Mil-C-17

Packaging:
Reels with 500 m (1,640 ft)

USE:
Connection of antennas and equipment used in radio
frequency band.

Flexible, semi-solid insulation, high speed of propagation.
PROPERTIES:

¥
¥

¥

Copper braid
Black PVC jacket

Polyethylene tube as insulation

Product

Code

Conductor

Diameter

mm

Insulation

Diameter

mm

Overall

Diameter

mm

Braid

Coverage

%

Net

Weight

kg/km

800201 0.36

(27 AWG)

3.7

(0.146”)

6.15

(0.242”)

90 46

(31 lb/kft)

Impedance Conductor

Resistance

Speed of

Propagation

%

Nominal

Capacitance

pF/m

Frequency

MHz dB/100 mÙ Ù/km

93 3 252.6 84 43.4 10

50

100

200

400

700

1000

3.0

6.3

9.0

12.6

17.4

24.0

28.7

+

Attenuation

DECRIPTION:
¥Conductor of copper clad steel (CCS)
¥Foamed polyethylene insulation

Flexible, high speed of porpagation
PROPERTIES:

USE:
Connection of equipment used in high frequency,

Packaging:
Reels with 500 m (1,640 ft)

¥Copper braid
¥Black PVC jacket

Product

Code

Conductor

Diameter

mm

Insulation

Diameter

mm

Overall

Diameter

mm

Braid

Coverage

%

Net

Weight

kg/km

800004 0.63

(22 AWG)

3.71

(0.146”)

6.15

(0.242”)

95 50

(33 Lb/kft)

Impedance Conductor

Resistance

Speed of

Propagation

%

Nominal

Capacitance

PF/m

Jacket to Braid

Adherence

NÙ Ù/km

120 3 445 83 32.2 40 - 90+

*All values are nominal,

and subject to

manufacturing tolerances.
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Product

Code

Conductor

Diameter

mm

Insulation

Diameter

mm

Overall

Diameter

mm

Braid

Coverage

%

Net Weight

kg/km

SS174A190 0.40

(7 x 34 AWG)

1.52

(0.06”)

3.0

(0.119”)

93 15.5

(10.4 lb/kft)

Impedance Conductor

Resistance

Speed of

Propagation

%

Nominal

Capacitance

pF/m

Frequency

MHz dB/100 mÙ Ù/km

50 2 124.9 66 99 10

100

200

400

700

1000

3.0

26.4

40.3

61.0

86.7

109.5

+

Attenuation

DECRIPTION:
¥Stranded copper conductor
¥Solid Polyethylene insulation

Flexible, rough, small diameter
PROPERTIES:

USE:
Connection of equipment used in radio frequency band. Packaging:

Reels with 760 m (2,500 ft)

¥Tinned copper braid
¥Black PVC jacket

Specifications:
NEC Article 725

Approvals:
CL2 by UL File E-117984-3

RG-174 COAXIAL CABLE
67.174

COMMUNICATIONS CABLES

RG-58 A/U COAXIAL CABLE
67.58A/U

DECRIPTION:
¥

¥

SPECIFICATIONS:
NEC Article 725

Packaging:
Reels with 500 m (1,640 ft)

USE:
Connection of equipment used in high frequency,
assemblies for Ethernet interfaces.

Flexible, rough, CL2 approval
PROPERTIES:

¥

¥
Stranded conductor of tinned copper

Tinned copper braid
Gray PVC jacket

Solid Polyethylene insulation

Product

Code

Conductor

Diameter

mm

Insulation

Diameter

mm

Overall

Diameter

mm

Braid

Coverage

%

Net Weight

kg/km

800020 0.86

(19 x 33 AWG)

2.95

(0.116”)

4.95

(0.195”)

95 37.5

(25 Lb/kft)

Impedance Conductor

Resistance

Speed of

Propagation

%

Nominal

Capacitance

pF/m

Frequency

MHz dB/100 mÙ Ù/km

50 2 37 66 98.4 10

100

200

400

700

1000

4.6

16.5

24.0

38.0

56.0

71.0

+

Attenuation
*All values are nominal,

and subject to

manufacturing tolerances.
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COMMUNICATIONS CABLES

CECBC 75-2 COAXIAL CABLE
67.75-2

Product

Code

Conductor

Diameter

mm

Insulation

Diameter

mm

Overall

Diameter

mm

Braid

Coverage

%

Net Weight

Kg/km

Jacket to

braid

Adherence

800020 0.86

(19 x 33 AWG)

3.015

(0.118”)

4.95

(0.195”)

95 37.5

(25 Lb/kft)

10 to 35

Impedance Conductor

Resistance

Speed of

Propagation

%

Nominal

Capacitance

pF/m

Frequency

MHz dB/100 mÙ Ù/km

75 3 139 77 59 1.02

4.22

17.18

22.36

77.76

137.0

200.0

1.7

3.4

6.8

7.8

14.7

19.8

24.2

+

Attenuation

DECRIPTION:
¥

¥

SPECIFICATIONS:
TM 239889-8

Packaging:
Reels with 500 m (1,640 ft)

USE:
Connection of equipment used in PCIVI telephony.

Flexible, rough, small diameter, designed for PCM
PROPERTIES:

¥

¥
Solid copper conductor

Two bare copper braid
Black PVC jacket

Foamed Polyethylene insulation

frequencies

*All values are nominal,

and subject to

manufacturing tolerances.

10
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COMMUNICATIONS CABLES

TELEPHONE TERMINATING CABLE
62.TTC

Conductor

Gauge

AWG

Conductor

Resistance

/km

Insulation

Resistance

Nominal

Capacitance

NF/km

Capacitance

Unbalance

pF/km

Overall

Diameter

mm

Net

Weight

Kg/kmÙ MÙ-km

24 (0.5 mm) 95 1,500 58 100 24 695

* Upon request different pair counts may be designed.

DECRIPTION:
¥

¥

SPECIFICATIONS:
NEC Article 800

Packaging:
Reels with 1,000 m (3,280 ft)

USE:
Wiring of terminal blocks for PBX and central offices

Transmission parameters for public telephony, flame
PROPERTIES:

¥

¥
Solid, tinned copper conductor

Twisted pairs forming units
Polyester binding tape

Dual insulation, Polyethylene covered with a PVC layer

retardant, UL listed for indoor use, CMR category.

TR-TSY-000111

APPROVALS:
Underwriters Laboratories E-107389Corrugated aluminum tape

PVC jacket¥

Number of pairs:
101*

CATEGORY 5 PATCH CORD
66.data.pc

DECRIPTION:

¥Four twisted pairs
¥PVC jacket

Flexible, bending resistant, verified for electrical perfor-

SPECIFICATIONS:
ANSI/EIA/TIA 568 A

APPROVALS:
Underwriter’s Laboratories E-107389

APPLICATIONS:
PROPERTIES:

USE:
In high speed structured cabling systems, in the patch
panel and work area

Ethernet 10, 100 and 1,000 Mb/s

Packaging:
Reels or boxes with 1,000 ft (305 m)

mance and listed for safety code requirements, available in
colors: black, white, red, violet, yellow, gray, orange,

¥Stranded copper conductor
¥Polyethylene insulation

green, blue and brown.

ISO/IEC 11801
UL 444

Token Ring 4, 16 Mb/s
ATM 155 Mb/s

Impedance Conductor

Resistance

Speed of

Propagation

%

Nominal

Capacitance

PF/m

Frequency

Mhz

Attenuation

Maximum dB

NEXT

Minimum dBÙ Ù/km

Attenuation

24 (7 x 32) 79 100 15 45.9 4

10

16

31.25

100

4.9

7.8

9.9

14.1

25.4

53

47

44

39

32

+

*All values are nominal,

and subject to

manufacturing tolerances.
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OPTICAL CABLES

MONOTEL OPTICAL CABLE
69010.OFNR.02

69000.OFNP.02

DECRIPTION:
¥Optical fiber
¥Thermoplastic tight buffer

SPECIFICATIONS:
NEC Article 770, ITU-T G652 for

Approvals:
Underwriter’s Laboratories E-167593

Packaging:
Reels with 500 m (1,640 ft)

Available in multimode and single mode fibers, compatible
PROPERTIES:

FIRE RATING:

USE:
Optical jumper connection or terminating pigtail

with most standard connectors, UL approval for fire
performance.

¥Aramid yarn strength member
PVC jacket, yellow for single mode, orange for 50 m and:
gray for 62.5 m:

¥

single mode fibers, ITU-T G651 for
50: :m fibers, IEC 793-2 for 62.5 m
fibers.

OFNR (riser) or OFNP (plenum)

Fiber

Type

Attenuation

dB/km

Core

Diameter

m

Bandwidth

MHz-km

Numerical

Aperature

:
Single

Multimode

50 m

Multimode

62.5 m

1.0

@1310, 1550 nm

3.0 @ 850 nm

1.2 @ 1300nm

3.2 @ 850 nm

0.9 @ 1300 nm

9.3*

@1310 nm

50 3

62.5 3

-

400 @ 850 nm

600 @ 1300 nm

160 @ 850 nm

500 @ 1300 nm

-

0.2 0.15 nm

0.275 0.15 nm

:

:

+

+

+

+

Optical Characteristics

Notes:

the wavelength.

z Cladding diameter is 125 2+ :m in all fibers

z*In single mode fibe the diameter reprted is not the core but the mode field (MFD) which is dependent on

z Shown values are standard, multimode fibers with different bandwidth can be provided

Single Mode Multimode 50 m Multimode 62.5 m: :

Product Numbers

OFNR

69010 001 10

OFNP

69000 001 10

OFNR

69010 001 30

OFNP

69000 001 30

OFNR

69010 001 20

OFNP

69000 001 20

Tight Buffer

Diameter

m

Overall

Diameter

mm

Net Weight

kg/km

Allowed

Pulling Force

N

Minimum

Bend Radius

mm

Operating

Temperature

C: O

Cable Properties

900 3.0 (0.118”) 9.0 500 60 -10 to 50

*All values are nominal,

and subject to

manufacturing tolerances.
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OPTICAL CABLES

BITEL OPTICAL CABLE
69011.OFNR.02

69001.OFNP.02

Fiber

Type

Attenuation

dB/km

Core

Diameter

m

Bandwidth

MHz-km

Numerical

Aperature

:
Single

Multimode

50 m

Multimode

62.5 m

1.0

@1310, 1550 nm

3.0 @ 850 nm

1.2 @ 1300nm

3.2 @ 850 nm

0.9 @ 1300 nm

9.3*

@1310 nm

50 3

62.5 3

-

400 @ 850 nm

600 @ 1300 nm

160 @ 850 nm

500 @ 1300 nm

-

0.2 0.15 nm

0.275 0.15 nm

:

:

+

+

+

+

Optical Characteristics

Notes:

the wavelength.

z Cladding diameter is 125 2+ :m in all fibers

z*In single mode fibe the diameter reprted is not the core but the mode field (MFD) which is dependent on

z Shown values are standard, multimode fibers with different bandwidth can be provided

Single Mode Multimode 50 m Multimode 62.5 m: :

Product Numbers

OFNR

69011 001 10

OFNP

69001 001 10

OFNR

69011 001 30

OFNP

69001 001 30

OFNR

69011 001 20

OFNP

69001 001 20

DECRIPTION:
¥Optical fibers
¥Thermoplastic tight buffer

SPECIFICATIONS:
NEC Article 770, ITU-T G652 for

Approvals:
Underwriter’s Laboratories E-167593

Packaging:
Reels with 500 m (1,640 ft)

Available in multimode and single mode fibers, in zip construc-
PROPERTIES:

FIRE RATING:

USE:
Equipment connections in bi-directional communication

tion or two fibers with individual inner jacket and additional
oval jacket, compatible with most duplex connectors, UL

¥Aramid yarn strength member
PVC jacket, yellow for single mode, orange for 50 m and:
gray for 62.5 m:

¥

single mode fibers, ITU-T G651 for
50: :m fibers, IEC 793-2 for 62.5 m
fibers.

OFNR (riser) or OFNP (plenum)

systems.

approved for fire performance.

Construction Tight Buffer

Diameter

m

Overall

Diameter

mm

Net

Weight

kg/km

Allowed

Pulling Force

N

Minimum

Bend Radius

mm

Operating

Temperature

C: O

Zip Duplex

Oval Cable

900 3.0 x 6.1

(0.118 x 0.240”)

4.5 x 7.0*

(0.177 x 0.255”)

18

33

1000 60 -10 to 50

Cable Properties

*All values are nominal,

and subject to

manufacturing tolerances.
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Condumex Wire and Cable
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FIRE RATING

P

R

N

X

PLENUM

RISER

NONE

OTHER

4
S

D

Q

B
N

X

SIMPLEX

DUPLEX

QUADPLEX

BREAK-OUT
900u JACKET

OTHER

CONSTRUCTION
5

8

9

M

N
P

*

JACKET COLOR

GREEN

ORANGE

PURPLE

PINK
CLEAR

NO JACKET

(900 micron)

1

2

3

4
5

6

7

BROWN

BLUE

GREY

BLACK
BEIGE

RED

YELLOW

6

1 m

2 m

> 99 m

.

.

.

LENGTH

(METERS)
01

02

XX

.

.

.

7

SAMPLE PART #: - -9

TO , ,

, ORANGE,

SCST

SC ST,

3

MM (62.5U )µ

R

RISER RATED

D

DUPLEX

03

3 METERS

SPECIAL FEATURES
8

UPC polish standard

Individually packaged
and tested

State of the art

manufacturing facilities CX.72.02

70

1 2 3 4 5 6 7 8

Color
Special

Features
LengthCable

Construction

Fire

Rating

Fiber

Type
Second

Connector

First

Connector

Fiber Optic Assemblies

Most popular

styles in stock

4-5 day lead time
on custom orders

All styles, length and
options available

. . .  A BetterWay to Connect

1

2

3

4
5

FIBER TYPE
3

SM

SM (Leaf)

MM (62.5 )

MM (50 )

MM (100 )

µ

µ

µ

SC

ST

FC

LC
MT

SI

FI

00

CONNECTORS
1/2

SC - UPC

ST - UPC

FC - UPC

LC - UPC

MTRJ

SDDI

FDDI

None
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